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KEYNOTES

(1) REMOVE STAINS. CLEAN STONE UNITS, MASONRY UNITS AND MORTAR
(2) RE-POINT MORTAR JONTS. REMOVE LOOSE MORTAR JONTS.
(3) SEAL PENETRATIONS AND OPENINGS AT EXTERIOR WALL.

@ REPLACE DAMAGED/MISSING BRICKS, CLEAN SURFACE, AND TUCKPOINT ADJACENT MORTAR
JOINTS.

CLEAN AND PREP RUSTED STEEL LINTEL / METAL CLADDING. PAINT LINTEL TO MATCH
BRICK. PAINT METAL CLADDING TO MATCH EXISTING.

(6) INSPECT AREA. TUCKPOINT MORTAR JOINTS WHERE REQUIRED.

(1) REBUILD CORNER AND PROVIDE NEW BRICK EXPANSION JONT (BEJ).
ADD NEW DORNSPOUT TO MATCH EXISTING DOWNSPOUT.

() REMOVE PEELING PAINT. CLEAN AND PREP ALL WOOD AREAS, INCLUDING SOFFITS.
REPLACE ANY DETERIORATING WOOD AND REPLACE TO MATCH EXISTING. PRIME AND
PAINT WOOD SURFACES TO MATCH EXISTING.

REMOVE PEELING PAINT. CLEAN AND PREP METAL ITEMS INCLUDING METAL FACIA, STEEL
RAILINGS, BEAMS, POSTS AND COLUMNS. PRIME AND PAINT TO MATCH EXISTING.

(i) REPAIR SPALLING CONCRETE AT STOOP.

REMOVE VEGETATION GROWTH AND DEBRIS FROM BRICKS AND OTHER BLDG COMPONENTS.
CLEAN BRICKS AND MORTAR.

REPAIR OR REFPLACE DAMAGED CONCRETE UNITS TO MATCH EXISTING. CLEAN AND
REMOVYE STAINS.

(14) REPLACE BRICK EXPANSION JOINT SEALANT: REMOVE EXISTING SEALANT, CLEAN AND
PREP JOINT, PROVIDE NEW BACKER ROD AND SEALANT.

(15) REINSTALL AND SECURE LOOSE LIGHINNG PROTECTION CABLE.

REMOVE AND REPLACE SEALANT JOINT. CLEAN MASONRY UNITS.

(i) REPAIR AND REPLACE DAMAGED ROCFING MATERIAL AND FLASHING.
PROVIDE MIS8ING DOWNSPOUT. REPAIR AND CONNECT TO SCUPPER
REPLACE DAMAGED/MISSING COPING AND FLASHING TO MATCH EXISTING.
REPLACE DAMAGED PLASTER / GYP. BD. SOFFIT. PATCH HOLES AND PANT TO MATCH EXISTING.
() REPLACE DAMAGED WINDOW SCREEN.

(20) REMOVE EXISTING STORM SENER SLEEVE AND CAP AS NECESSARY.

() PROVIDE AND INSTALL NEW GUTTER

NEW RELIEF SCUPPER.

(25 NEW LOUVER. REFER TO HVAC DRAWNGS.
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